
was fashioned after its predecessor, the venerable 800RB, but with 
upgraded low-end response capabilities and an enhanced preamp. Itõs 
designed with a more modern look, tons of power, tonal versatility, 
usable òtoolsó for days, and unmatched portability, weighing in at a 
paltry 18 lbs in a 2-rack space unit!.  That power to weight ratio has no equal in the industry, 
especially at the above price point.  This amplifier sufficiently impressed the people over at Bass
Player Magazine enough for them to award this head with their prestigious òEditors Awardó 
for òOutstanding Valueó in their review of it in this yearsõ February issue.  With a growing 
list of users every day, this company indeed has a bright future to match itõs distinguished past.

Front Loaded Control Panel
 Easy access Direct Out Section has Level Control, Ground Lift, & Pre/Post EQ switch for 

control of house mix dynamics as well.
 Frontal FX Loop jacks allows convenient use of outboard effects, silent tuning,etc.

Enhanced Voicing Filter/ Preamp Section
 Got a 5-String?  Just hit the String Bass Button to extend your range @ 20hz another 11db !
 Contour scoops mid frequencies -10db @ 500Hz while simultaneously boosting Bass 2db @

50Hz, & Treble 3db @ 7kHz.
 Low & High-Mid frequency knobs cut more db than they boost for stronger midrange 

tailoring

BI Amp Output section utilizes òH.M.S.ó (Horn Management System)
 460W POWER @ 8?  for woofers is augmented by separate 50w power amp for

horn/tweeter
 Separate volumes for each allows Boost to overdrive lows (when desired) while still 

preserving clean signal for the high frequency signals reproduced by horn/tweeter
 Specially wired Speakon cable included to provide optimized Bi-amp hookup to GK SBX,

Neo, or RBH series Cabinets for seamless, one-cable operation

Warning! Provided cable not to be used w/non GK Products

Note: Standard Speakon cables are two-conductor, and will not support the Horn Management 
System

Designed to be the perfect clubbing amp
 Toroidal transformer produces more power in a lighter, smaller chassis. (18 Total LBS!!)
 Onboard 5-second muted diagnostic phase on power-up to scan for faults like short circuits
 Rack Ears, Side-Mounted amp handle & Rubber Feet make for easier toting to gigs
 Variable Speed internal cooling fan works with heatsink to keep transistors cool
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